
The M1-G HVLP gravity feed spray
gun not only complies with all air
quality regulations, but also will
atomize and spray as quickly as a
conventional air spray gun. An
innovative low volume air nozzle
designed specifically for automotive
OEM and industrial use allows the
M1-G to spray basecoats, clear coats,
waterbornes, and high solids at fast
application speeds with material
savings of up to 50%. This
comfortably light, superbly balanced
spray gun is easy to operate and
smooth to trigger with only 18 lbs. of
inlet pressure required. M1-G employs
a unique long lasting self-adjusting
cartridge packing for simple
replacement. 

■ Technical Specifications

Body: . . . . . . . . . . . . . . . . . . . Drop-forged aluminum
Weight: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21.9 Oz.
Air Inlet:. . . . . . . . . . . . . . . . . . . . . . . . . . 1/4" NPS (m)
Feed Type: . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gravity
Part Sheet:. . . . . . . . . . . . . . . . . . . . . . . . . . . . 77-2650
Gun Repair Kit: . . . . . . . . . . . . . . . . . . . . . . . . 54-4367

■ Most Popular Nozzle 
Set Ups:

M1-G 94 - 93P
M1-G 97 - 93P
M1-G 94GS - 96G (for Clear Coat)
Standard Fluid Nozzle and Needle are 
303 Stainless Steel

■ Accessories:

54-4720  . . . . . .1 Liter Aluminum Cup (Standard)
54-4350  . . . . . .Gun Stand (B)
GFC-501  . . . . . .20 oz. Acetal Cup w/Screw On Lid
OMX-70-K8 . . .EZ Liner Disposable Cup Liners 

8 per pak (not shown)
OMX-70-K48 . .EZ Liner Disposable Cup Liners 

48 per pak (not shown)
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